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AB6 
Portable Radiation Monitor 

 
The AB6 Portable Radiation Monitor is the latest 
generation laboratory-grade instrument for fast, accurate 
measurement of radon levels. 

Every bit as reliable as our previous monitors, it incorporates 
advanced technology and user-friendly features for enhanced 
performance and versatility. 
 
Backed by over 30 years of radon and thoron detection and 
measurement expertise, superior engineering, and world-
class customer service, the AB6 provides radon detection 
you can depend on. 

Key Features 

Field Readiness                Compact, lightweight unit with  
                                          rechargeable battery and built in   
                                          photomultiplier tube (PMT)  
 
Modular Versatility          Multiple detectors interface with   
                                          internal PMT enabling a variety of  
                                          measurements 
 
LCD Touch Screen           Intuitive, efÿcient user interface  
                                          offers increased visibility and data  
                                          entry options 
 
USB/Pulse Interfaces         Host and client USB interfaces for  
                                           fast, efficient  data transfers and  
                                           pulse output port for external data  
                                           logging  
 
Enhanced Compatibility     Includes PC software for   
                                            measurement, reporting, and remote  
                                            monitor set-up and operation 

Customizable Solution        Adjustable PMT high voltage  
                                            and discriminator settings,  
                                            pre-programmed methods and  
                                            optional internal pump   
 
Automated Calculations     For some measurements,  
                                            eliminates need for manual  
                                            calculations from raw data 
 
User Calibration                 Simplified programming and  
                                            operation saves time and  
                                            expense of factory calibrations 
 
Safety and Reliability         Compact, rugged sampling  
                                            cells ideal for environments  
                                            that require intrinsically safe  
                                            equipment 

The reliable, versatile, and user-friendly 
solution for a wide variety of radiation 
monitoring applications. 
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- Continuous Monitoring 
- Grab Sampling 
- Environmental Studies 
- Area Scanning 
- Field Surveys   
- Uranium Mining/Production/Exploration 
- Oil & Gas 
- Governments 
- Educational Institutions 
- Research Facilities ... And More 

Applications 


